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1 PLL Frequency Agile:
1 0-1Watt adjustable output power:
1 Front panel direct frequency selection:
1 Compressor/Limiter:
1 Stereo generator:
1 Audio monitor: 
1 High quality stereo audio performance:
1 Switching power supply:
1 1 year limited warranty:

The FMX1000 is a solid state FM stereo 
audio broadcast band transmitter specifically

for race tracks,  churches,  trailer parks  and 
amusement  parks,   or for any application 

The heart of the FMX1000 transmitter is the 
microcontrolled,  low noise,  phase locked

For maximum dollar value, each FMX1000 
is supplied with antenna, microphone, power

FMX1000 Specifications

Output power 0-1W continuous
Carrier frequency 87.5 to 108.0 MHz 
Channel spacing 100 KHz 
Carrier stability <1KHz from nominal 
Modulation FM Stereo 75KHz peak deviation 
Audio freq response 50Hz to 15KHz 
Pre-emphasis 75uS  (50uS upon request)
Distortion 
Audio SNR >60dB 
Stereo separation >40dB 
Line voltage 120VAC 
Line power <3A  
Audio input level -0dBm to +10dBm 
Audio input impedance 1K, unbalanced 
Dimensions (approx) Width 19" 

Depth 4" 
Height 3" 

Weight (approx) <4.5 Lb 
Cooling 
Input audio connector RCA female 
15VDC Input connector 2.1mm male 
Output RF connector UHF female 

For pricing and availability please contact,  JACK ROE USA, INC.  Tel: (800) 213-9956  (615) 331-9368   Fax: (615) 331-9370 

Copyright @ 2006.  Specifications subject to change without notice.
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supply, Led / cell audio cable + connectors,

requiring a low power broadcast transmitter. 

VCO

<0.1%

Fan

designed for drive-In theatre installations.

This is a complete transmitter package ready
for installation into that new drive-in theatre or 
to update that existing drive-in theatre to 2006

HI quality FM Stereo Sound Technology. 

We have been designing drive-in transmitters
sense 1996, and we are continually updating
our transmitters to keep up with the demands
of our customers and the new ever changing

loop this gives excellent audio proformance
while allowing total carrier frequency fexibility.

technology.

applications, the FMX1000 can also be used
Typically designed for drive-In theatre audio

MADE IN USA

and manual  covering installation.

Compressor

1Watt

Reverse Scan

NOTE: The Led Reader is not supplied with the FMX1000 transmitter kit.

1WATT FM STEREO DRIVE-IN THEATRE TRANSMITTER1WATT FM STEREO DRIVE-IN THEATRE TRANSMITTER

1 LED Reverse Scan Ready:

Email: purchase@jackroeusa.com


